Main facts at a glance

In addition to the flush breather unit and the drain-kit, used once per drinker line, a drain pipe* must be installed for the automatic flush system. Other required components are flush-kit and controller and if necessary flush
boxes or power supply, which are available in different versions:

Versions of the automatic flush system

Floor
management

Cageor
aviary
management

Flush-kit

Power
supply unit

Controller

1 x per drinking line

110 - 230 V,
50 Hz;
24 V, DC

1 x LCW-8 for 8 drinking lines (230 V, 50 Hz)

230 V, 50 Hz

Item 4166

–

Item 4480

24 V, 50 Hz

Item 4166-1

–

Item 4480

24 V, DC

Item 4166-4

Item 4493

Item 4480

1 x per drinking line
230 V, 50 Hz

Item 4166

24 V, DC

Item 4166-4

110 - 230 V,
50 Hz;
24 V, DC

Automatic
flush system

External power supply

Flush boxes for
1 x LCW-max for controlling of the flush 8 Drinking- 16 Drinking
boxes (230 V, 50 Hz) lines
lines

–

Item 4481

Item 4493

Item 4481-4

Item 4484

Item 4485

Item 4484-4 Item 4485-4

Special voltage on request!

Your advantages at a glance:
• saving a lot of time compared to manual flushing
• regular flushing helps against biofilm formation in drinking lines
• lower mortality rates
• improved weight gain
• simple flushing of all drinking lines after medication
• safe shutdown of the flush function during medication
• cost-effective solution compared to a chemical potions line remediation

For further information: www.lubing.com
* Please observe the legal requirements for wastewater treatment.
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Perfect hygiene for
your Drinking-System

Automatic flush system

Automatic flush system

for floor management

for cage- or aviary management

The LUBING flush system consists of
the following elements:
1. Controller LCW-8
2. Flush-kit
3. Flush breather unit
4. Drain-kit
5. Drain pipe

Controller LCW-8

Flush-kit

Controller LCW-max

Flush box

The LUBING Controller LCW-8 can
flush automatically up to 8 drinking
lines. The flush function can be adapted to individual needs.

The flush kit contains all the required
components to attach the solenoid
valve on the breather port of the pressure regulator.

With the LUBING controller LCW-max
all needed flush boxes are controlled.
The flush function can be adapted to
individual needs in the menu.

The flush boxes are available for 8 and
16 valves. These can be extended by
series connection on any number.

The LUBING flush system consists of
the following elements:
1. Controller LCW-max
2. Flush-kit
3. Flush breather unit
4. Drain-kit
5. Drain pipe

1. Controller LCW-8:

1. Controller LCW-max:

With the controller, the following values can be adapted to your individual
needs:
The duration of the flushing process.
The flush duration time has to be adjusted depending on the length of the
drinking line.
The start time of flushing. Each drinking line is flushed seperatly.
The controller must be connected to
230 V 50 Hz.

With the controller, the following values can be adapted to your individual
needs:
The duration of the flushing process.
The flush duration time has to be adjusted depending on the length of the
drinking line.
The start time of flushing. Each drinking line is flushed seperatly. To avoid
strokes in the water pipe, the valves
are closed only when the following
valve is open.

2. Flush-kit
The flush-kit contains the solenoid valve
and all necessary components for the installation at the pressure regulator. The
solenoid valves must be supplied with
230 V 50 Hz, 24 V 50 Hz or 24 V DC. A
corresponding voltage must be connected to the potential-free contacts of
the controller.

2. Flush-kit

3. Flush breather unit

3. Flush breather unit

At the end of each drinking line a
flush breather unit is installed. The
valve of the breather unit will closed
by the flushing water pressure.

At the end of each drinking line a flush
breather unit is installed. The valve of
the breather unit will closed by the
flushing water pressure.

4. Drain-kit

4. Drain-kit

The drain-kit is a hose connection
between the flush breather unit and
the drain pipe in order to conduct the
flushing water outside.

The drain-kit is a hose connection
between the flush breather unit and
the drain pipe in order to conduct the
flushing water outside.

5. Drain pipe
With the drain pipes the flushing water is conducted to an appropriate location outside.

The flush-kit contains the solenoid valve
and all necessary components for the installation at the pressure regulator. The
solenoid valves must be supplied with
230 V 50 Hz or 24 V DC. A corresponding
voltage must be connected to the potential-free contacts of the controller.

Solenoid valve

Flush breather unit

Flush-kit

Flush breather unit

The solenoid valves for the automatic
flush system are all currentless closed,
so that during a power failure no damage will occur.

The flush breather unit works fully automatic and the breather valve will be
closed by the water pressure during
the flushing process.

The flush kit contains all the required
components to attach the solenoid
valve on the breather port of the pressure regulator.

The flush breather unit works fully automatic and the breather valve will be
closed by the water pressure during
the flushing process.

5. Drain pipe
With the drain pipes the flushing water is conducted to an appropriate location outside.

